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1 Discharge Head
 • Carbon Steel
 • Stainless Steel
 • Duplex Stainless Steel 

2 Junction Box
 • Nema 4X
 • Explosion Proof

6 Column Pipe
 • Carbon Steel
 • Fiberglass
 • Stainless Steel 
 • Duplex Stainless Steel
 • Copper Nickel

7 Hardware
 • Stainless Steel with Teflon Coating
 • K-500 Monel

8 Pump Bowl Assembly
 • Zinc-Free-Bronze with Nickel-
  Aluminum Impellers and Stainless      
  Steel Shafting
 • All Stainless Steel Construction
 • All Duplex Stainless Steel 
   Construction

10 Intake Screen
 • 316 Stainless Steel

9 Submersible Power Connector
 • P-500 Subsea Connector 
    *Beneath Cable Guard 

3 Submersible Power Cable
Heavy-duty Seawater Rated
 • Round
 • Flat
 • Armored
 • Single-core

5 Column Centralizer
 • Stainless Steel Spring Centralizer
    with Polyurethane Pads
 • Steel Integrated Centralizers

11 Motor Shroud
 • Zinc-Free Bronze
 • Stainless Steel

12 SNSAFE™ OPTIONAL
 • Pump Mounted Clamp-on
 • Suction Screen Mounted
 • Inline System
 • Multiple Port Tank System4 Cable Band

 • Rubber Bands with SS Clips  
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